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INTRODUCTION

The Problem

In each of the eighteen 10Z-inch outlets in Shasta Dam it was
desirable to use a valve which could operate at any opening. Since the
valve was to be placed in the conduit upstream from the exit, existing
types could not be used, for they would be damaged by cavitation,
Therefore, a new type of tube valve was developed, Four were built and
installed, but they were so expensive that a more economical control, a

gate, was procposed for the fourteen remaining outlets. In December 1944,
the hydraulic laboratory was assigned to assist the mechanical section

in the design of this control gate. The object of this essignment was

tc develop a gate which would operate satisfactorily at any cpening, or
at least be capable of satisfactory operation at the full open and cleosed
pesitions.

The 102~inch Qutlets in Shasta Dam

The Shasta Dam on the Sacramento Hiver, 9 miles above Redding,
California, is a multipurpose dam. It regulates the flow of the river
for flood control, irrigation storage, and power generation. The release
of water for flood storage evacuation and consumptive demand downstream
will be primarily through the powerhouse turbines. Releases in excess of
the capacity of the turbines will be made through eighteen 102-inch out-
lets placed at three elevations-——four in the lower tier at elevation 742,
eight in the intermediate tier at elevation 842, and six in the upper
tier at elevation 942, as shown in section and elevations of Figure 1.

The outlets, passing directly through the Dam to discharge upon the
face of the spillway, are a distinctive type originally developed for
Grand Coulee Dam as shown in Figure 2. The entrance of those outiets was
formed by a circular bellmouth set flush with the upstream face of the
Dam, The controls, located several diameters downstream, consisted of
two ring-seal gates in tandem, the downstream gate for service and the
upstream one for emergency use. Near the exit the conduit turned




downward into a trough which faired into the face of the spillway.

A cone at the exit reduced the diameter from 102 inches to 93 inches to
create back-pressure to compensate for the drop in elevation betwveen
the conduit and the exit.

The two ring-seal gates in tandem at Grand Coulee Dam were to be
operasted only at wide open or closed positions. No regulation of flow
was contemplated, other than that which could be obtained by using the
outlets in different tiers, for in the light of past experience suc-
cessful regulation could not be obtained with a gate in the conduit up-
stream from the exit. The situatiocn at Shasta Dam was different, how-
ever, as close regulation was desired. To accomplish this, it was
essential that the controls be improved over types hithertofore used.
Without exception, these controls, consisting of ring-seal, ring fol-
lower, and paradox gates, ensign valves, and needle valves, were being
damaged in the field, largely through pitting by cavitation.

Once it was fully realized that cavitation was the paramount
source of trouble, the mechanical section and the hydraulic laboratory
Jjoined in an effort to correct the faults of existing controls, and to
develop new designs in which cavitation would not persist. At the
time preliminary designs of the 102-inch outlets in Shasta Dam were
being made, successful efforts were being direcged towards revising

the shape of the passage through needle valves.“ During the course of
the needle valve studies a new type of control was introducec, a tube
valve (Figure 3). This valve, fundamentally a needle valve with the
downstream tip removed, was proposed for the outlets in Shasta Dam.

To assure successful operation of the proposed valve, the design was
developed through a series of hydraulic model studies. Upon obtain-
ing a desirable design four units were installed in the lower outlets
in Shasta Dam (elevation 742.00). However, these valves were expen—
sive, and they could not be operated at certain openings since cavi-
tation was indicated. A more economical conirol, a gate, was proposed
for the remaining 14 outlets pending its development in the hydraulic
laborateory.

Before commencing the discussion of the tests to design the gate,
the subject of this report, a summary of the tube valve studies will
be given, since those studies were precedent to the design of the con-
trol gate and furnished important information for the later tests.

1/ For an outline of the performance of such controls see "High
Pressure Reservoir Outlets" by Gaylord and Savage. See also
Laboratory Report HYD 137, "Cavitation Experiences of the Bureau of
Reclamation," January 5, 1943, by J. E. Warnock.

2/ Laboratory Report HYD 98. ‘“Hydraulic Model Studies for the

Design of Valves for Outlet Works Performed at Boulder Dam,"
August 1941, by N, G. Noonan, H. M. Martin, and D. J. Hebert.
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The following section is taken from Laboratory Report HYD 180, "Hydraulic
Studies for the Design of the Tube Valves in the Outlets in Shasta Dam,"
August 7, 1945, by D. J. Hebert.

Hydraulic Studies of the Proposed Tube Valve

"Since no previous studies of valves discharging in a
closed conduit were available, the hydraulic laboratory was
assigned the problem of the investigation of the hydraulic
characteristics. The scope of the laboratory studies was cir-
cumscribed by the request that they be made tc determine a
design of tube valve which will operate satisfactorily at all
openings with aeration, if necess , and with a sufficiently
high coefficient of discharge that the downstream portion of
the conduit would flow full at full valve opening. To insure
against damage by pitting due to cavitation, it was assumed
that at no point in the prototype valve and conduit should
the pressure be less than 25 feet below atmospheric,

Preliminary tests on the 1 to 17 model of the original
tube valve design proved conclusively that a valve discharging
into a clesed conduit must be provided with adequate air
reliel for operation at partial openings and that the orig. 1al
design could not be revised to perform satisfactorily at any
opening.

A new design of valve characterized by its long slim
shape and referred to loosely as the !Shasta Tube Valve® was
developed specifically for operation in a closed conduit.

This valve when fully opened had a discharge coefficient high
enough to fill the conduit under pressure. Uespite extensive
develepment of air relief measures, & valve of this type
located in the lower tier under maximum nead would be inopera--
tive over nearly 40 percent of its range of opening because of
the presence of subatmospheric pressures conducive te cavita-
tion erosion. For heads less than the maximum of 322 feet the
inoperative range is reduced to some 7 percent for a head of
222 feet which corresponds to the head on the intermediate
tier ¢f valves for maximum reservoir surface elevation.

Model tests on a 20-inch diameter valve (1 to 5.1 scale)
of the 3hasta Tube Valve type were conducted in the Arizona
valve housc at Houlder Dam and the results confirmed those
obtained in the tests made with the 6-inch diameter valve
(1 to 17 scale) in the Denver laboratory. The quantity of air
required to relieve the negative pressures created by the con-
dition of a valve discharging into a eonduit was measured in
both models and the sizes of. air piping required to supply
gach prototype valve were determined by using the criterion
that air velocities should not exceed 300 feet per .second in
the interest of quiet operation.
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Another series of tests was conducted using two valves, a
tube valve and & needle valve, which had been developed by a
separate model study for free discharge conditions at Friant
*Dam., The tests proved that, with air relief provided at a
point immediately downstream from either of the valves, they
were as satisfactory at all openings, from the standpoint of 3
pressures, for conduilt operation as for free discharge opera- NG
tion. The only change due to operation of these valves in a lj,
conduit was a minor decrease in pressure at the end of the
valves for supplying the required flow of air through the air
relief piping. The maximum amount of air relief required for
either valve was approximately equal to the amount required by
the Shasta Tube Valve sc the size of the air supply piping
would be the same for all three valve designs.

The possibilities of damage to the portion of the metal- e
lined conduit downstream from the valve by corrosion due to the ey
large amount of air mixed with the water at partial valve open- -
ings, which at times may reach as high as 215 percent more air \7_
than water, were not investigated in the studies described in AR
this report. The accelerated corrosion which may occur is,
however, believed to be a definite factor in any consideration
of valves for operation in closed metal-lined conduits and a
check of field conditions from time to time is recommended to
establish its importance."

THE INVESTIGATION

Scope of Tests

c Upon completion of model studies of the tube valve, four were placed
s in the lower outlets in Shasta Dam. In addition, there was installed in
o each of the 14 remaining outlets a bell-shaped segment of the valve body
and a tore-shaped air vent as noted on Figure 3. When a more economical
gate was proposed, as the control for the 14 outlets in which tube valves
were not installed, the hydraulic laboratory was assigned to assist the
mechanical design section of the Bureau to develop this gate through modael
tests. Althoug:: this gate must be placed in the outlets between the valve
segment and the air vent, it was not necessary to consider these existing
members unless they could be used to advantage. The main object was to
obtain the hydraulic design of the gate itself. The salient features of
the problem were that the gate would be placed in a conduit upstream from
the exit, and that regulation of flow was desirable. If regulation were
not possible the gate should, at least, operate satisfactorily at the

wide open and closed positions.

- s

The tests to design the gate were restricted to studies on small
models which could be attached to a 6~inch pipe, and on which it was pos-
sible to measure discharge, pressures, air demand, and to observe the
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nature of the flow. The conditions observed in the models were inter--
preted in prototype terms by the laws of hydraulic similitude to predict
the prototype behavior. The criteria of design were simple. In previ-
ous tube valve tests the premise was that "at no point in the valve or
cenduit should the pressure be less than 25 feet of water below atmos-—
pheric." It was believed that this limitation was too lenient because

of the possibility of a further reduction of pressure due to local imper-
fecticns of the control and conduit forming the flow passage. In the
design of the gane, therefore, it was desired that the pressure should
net be lower than 15 feet below atmospheric. A third condition was that
the nydraulic design of the gate lend itself so far as possible to a sim-
ple, easily-built structure.

Sumenary of Tests

A 1:17 model of a gate patterned somewhat after conventional types
was first studied. Operation at the full open position was satisfachory,
for a smooth jet passed through the slot into the conduit downstream.

At partial openings, however, the jet impinged into the slot filling it
and the bonnet above, and blocking off the air vents. Undesirable flow
conditions were observed and severe negative pressures were recorded.
This original design would not have been satisfactory for regulation of
flow.

The desirable features of a regulating gate were tnen fermilated
ny drawing upon availlable sources of information. The important charac..
tarzstics included:

A simple rectangular leaf

A seal In the body of the gate to contact the Jeaf on its
upstream face

A leaf with its upstream face machined to a smooth plane
surface so that the seal in the gate frame ccontacts tne
leaf at all openings

i. A singlec air vent with as large a cross-section as prac-
ticable considering the structural restrictions imposed
by existing construction

A flow of water through the gate and into the conduit
downstream which would not impinge into the gate slot in
such a manner as to fill the slot and prevent the air
vent from functioning, or against the interior surfaces
in such a manner as to create a region of intense nega-
tive pressure,

The leboratory was concerned primarily with this last condition, for the
first three considerations were essentially mechanical problems, and the
lccation of an air vent was secondary to a basic design.
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The shape of the jet which would exist under a gate of the type to
be studied was observed on a simple model consisting of a sheet metal
plate placed over the end of a pipe. With the pipe partially closed by
this plate, the flow deflected downwards and spread sidewise to form a
fan-shaped jet, unsuitable for discharging into a conduit. A sharp-
edged orifice was then placed at the end of the pipe over which the leaf
moved. The resulting jet for any position of the leafl was comparatively
level, compact, and adaptable for flow into a conduit.

It was found possible to obtain a satisfactory gate design by
expanding the conduit upstream from the orifice to at least 1.2 times
the orifice diameter. The bell-shaped upstream section of the Shasta
Tube Valve, which had been installed in all of the outlets, was suitable
for this expanding section, and was therefore incorporated in the pro-
posed gate. The orifice was beveled at 45 degrees to permit a seal to
be attached. The existing air pipes at the outlets in Shasta Dam were
to be connected directly into the conduit and gate bonnet.,

Through a series of tests to improve this proposed gate, the final
design was developed (Figures 4 and 5). The model indicated that no
pressure less than 3 feet below atmospheric will exist at any point in
the gate or conduit immediately downstream. It was fcund that severe
negative pressures did exist at the elbow where the conduit turned
downward to fair into the face of the spillway; however, these tests
were not concerned with that condition since the outlet conduits had
been built.

Conclusions and Recommendations

This control gate for Shasta Dam has several unique features which
lead the engineers of the Bureau to believe that it is a type with which
regulation of flow in a closed conduit may be possible. Not only is the
design desirable from a hydraulic viewpoint, but it is also desirable
from structural and mechanical viewpoints because of its simplicity.

The outstanding feature of the gate was the compact well-directed jet
which could be obtained at any opening. This feature makes the gate
adaptable not only for regulation of flow in a closed conduit but also
for operation as a free discharge valve.

It was demonstrated that the gate could be used for free discharge,
either directing the jet into the air or down a spillway apron. A
design was proposed which had the following features: The orifice diam-
eter will be the same size as the conduit diameter. Beginning one con-
duit diameter upstream from the gate, the conduit would expand, increasing
20 percent when it reaches the gate. With these features positive press-
ures should exist at all points upstream from the orifice and the dis-
charge capacity will be, when expressed as a coefficient of discharge,
approximately 0.80, where the coefficient of discharge is C in the rela~
tion Q = C A./2gh, where Q = discharge, A = the area of the conduit, and
H = the total head measured one diameter upstream from the valve,
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It was recommended that, when the control gates are installed in
Shasta Dam, one be equipped with piezometric connections at points to be
designated by the hydraulic laboratory, and that pressure measurements
be made during an operating cycle of the gate to check model results.

It was also recommended that one gate be selected for service under the
most severe condition possible to determine if any unforeseen weakness
of the design will develop. This is necessary because two questionable
conditions still exist in the final design. At partial openings the jet
deflected downwards to strike the downstream edge of the slot. No
adverse pressure conditions were found, but wear plates were recommended
to avoid trouble. In future installations of this gate, as a control in
a conduit, this condition may be avoided by msking the conduit down-
stream from the gate horseshoe-shaped with a flat bottom. The second
condition concerns the effect of thin fins of water that formed where
the bottom of the leaf contacted the orifice, for a portion of these
fins struck inside the slot. No trouble is anticipated, but if erosion
does occur, a plate could be installed on the bottom of the leafl to
deflect, the fin,

Should an outlet design, similar to the outlets at Shasta Dam, be
used elsewhere it is recommended that tests be made to improve the
elbow at the exit of the conduit where unfavorable subatmospheric press-
ures, discovered in the model, have been confirmed by damage in the
prototype structure in the conduits now controlled by the tube valves,

A final test was run on a model gate using a square orifice instead
¢f a circular one. Howsver, there did not appear to be any advantage in
the use of a square orifice as far as the hydraulic characteristics were
concerned.

Lapbcratory Apparatus

During the course of the tube valve studies, a complete model of &an
outlet at Shasta Dam on a scale of 1:17 had been built in the Denver
laboratory of the Bureau, the scale being established by the ratio of
the é-inch diameter model conduit to .the 102~inch prototype conduit. To
adapt this model to the gate tests it was only necessary to alter the
conduit length to represent an outlet in the intermediate tier at Shasta
Dam and to replace the tube valve with the gate. As shown on Figure 6A,
this model included: a cylinderical pressure tank, representing a por-
tion of the reservecir; a floating plate in this tank, representing the
upstream face of the dam; the bellmouth entrance to the conduit; the
gate; the conduit; and the exit section consisting of the deflecting
elbow and cone at the face of the spiliway. The head tank, 36 inches in
dismeter, was equipped with baffles to give satisfactory approach condi-
tions for the flow which was supplied by a 12-inch centrifugal pump
direct-connected to a variable speed 100~horsepower motor. In the line
between the pump and head tank there was a regulating gate and a venturl
meter., This arrangement made it possible to obtain any desired head by
ad justments of the motor and regulating valve, and a‘ the same time meas-
ure discharge by the venturi meter, which had been calibrated volumetric-
ally in the laboratory.



The pressures within the model were recorded from plezometers
installed at selected points in the gate and conduit. The piezometer
openings, 1/16-inch in dismeter or less, were drilled normal to the
surface on which they were located. These holes led to copper or
plastic tubes soldered or welded to the outside of the model, which
were connected by rubber tubing tc a manometer or differential gage.
Positive pressures were measured by an open manometer, or a mercury
differential gage, while negative (subatmospheric) pressures were
measured by a water or mercury differential gage. All measurements
were made according to accepted laboratory practice. When a posi-
tive pressure was recorded the line was bled in such a manner as to
fill it with water and eliminate all air bubbles; on the other hand,
whenever a negative pressure was recorded all water was blown out of
the line. The air demand was obtained by placing sharp-edged ori-
fices at the entrance of the air intake pipes.

Although the problem was concernsd with the design of a gate in
the intermediate and upper tiers with heads of 223 and 123 feet
respectively, all tests were confined to a model of an outlet in the
intermediate tier, since those in the upper tier were similar in all
respects except shorter in length. Moreover, the tube valve studies
had indicated that any control which proved satisfactory in the lower
and intermediate tiers would be satisfactory in the upper tier by
virtue of the reduced head,

The Original Design

The tests bsgan with a 1:17 model of an 86-inch gate designed
somevwhat similar to conventional types, hereinafter referred to as
the original design (Figure 6). As this gate was short compared
with the tube valve, it was necessary to include two sections of con-
duit to extend its length to that provided for the valve. The
upstream section was in the form of a frustrum of a ccne representing
a reduction in the prototype conduit diameter from 102 to 86 inches.
The downstream section represented a pipe 100 inches in diameter and
approximately 163 inches long to joii. the gate to the 102-inch con-
duit downstream. This model was made of bronze except for the down-
stream conduit section and the sides of the frame which were of
Plexiglass, a transparent plastic through which it was possible to
observe the f{low leaving the gate. The leaf had & projecting seal-
seat ring on its upstream face, and in the prototype a retractable seal
would be located in the upstream frame which would contact the seal-
seat ring on the leaf; however, this seal was not included in the model
since it was too delicate to construct. Air vents were connected to
the downstream frame as shown in Figure 6B, the 1/2-inch pipes repre-
senting 9-inch prototype vents. Piezometers were located in the frame,
leaf, conduit, and air vents, since the tests were to consist mainly of
measuring pressures and air demand for various openings.

First, the 100 percent or full open position was considered. From
the 86-inch orifice a amooth jet flowed clear of the gate slot and into
the conduit downstream. A hydraulic jump filled the conduit near the
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point where the 100-inch pipe joined the 102-inch conduit. The discharge
capacity was 4,660 second-f.et (prototype) under a 223-foot head, approx-
imately 4 percent less than that of the tube valve; however, this smaller
capacity was anticipated because the 86-inch orifice was designed to keep
the jump in the conduit downstream from the gate slot, whersas the tube
valve had been designed to cause the flow to fill the conduit below the
valve, Pressvres on the leaf, in the slot, and in the 100=-inch pipe were
slightly negative, creating a small air demand. Only one adverse con-
dition was observed, Negative pressures existed downstream from Line A
(Figure 6D)vhere the conical upstream pipe joined a short cylindrical
section forming the 86-inch orifice. This discontinuity in the flow
boundary caused the negative pressures recorded at Piezometers 8 and 11
(Figure 7C), Similar conditions had been encountered before, and the
obvious remedy was to eliminate the discontimuity by extending the coni-
cal section sownstream to the front edge of the slot. This change was
never made since the design had unsatisfactory characteristics at partial
openings.,

A sumary of pressures and air demand at various openings is shown
on Figure 7. To simplify the presentation of the results, all data were
based on a head of 100 feet, although the tests were made at heads between
35 and 50 feet. No tests were run at the model scale head, 13.1 feet,
because satisfactory pressure data was difficult to obtain at a head that
low. This procedure of testing at any suitable head and transferring the
results to a desired head was justified because the pressure at any point
in a model of this type is theoretically proportional to the head and
actually is so within reasonable limits., Moreover, it follows that the
pressure curves on Figure 7 apply directly to the prototype. It was nec-
ecsary to adjust the air demand curves to the desired head by use of the
relation Qu = C A/2 H,, where Q4 = the air discharge, C = 0.60 the coef-
ficient of the sharp-<edged orifices on the air pipes, A = the area of the
orifices, and Hg = the pressure drop in feet of air determined by the
Piezometers below the orifices. To determine the prototype air demand a
similar procedure would have to be used.

When the gate was partially open the jet appeared to be deflected
downwards. As a result, pressures along the bottom of the conduit became
positive while those at the top remained negative. The jet also appeared
to expand sidewise, filling the gate slot and cutting off the air supply.
High-velocity and whirling currents were observed in the slot, evidently
due to impingement of the jet on the downstream face of the slot. That
the air supply was cut off is shown by a comparison of air demand and
pressure curves in Figure 7F. In general,-the pressure controls the air
demand, but due to conditions in the slot the maximum air demand was at
70 percent gate opening while minimum pressure in the conduit was at 40
percent gate opening. It was concluded that flow at partial openings
would not be satisfactory and that the air vents were improperly located.

Moreover, severe negative pressures were observed on Piezometers 4,

5, 6, 23, 2, and 28 at partial openings. Piezometer 4 was located on the
upstream frame gbove the seal-ring, while Piezometers 5 and 6 were nearby
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on the seal-ring itself, where the retractable seal would have been
located if it had been included in the model. Piezometers 23, 24, and
28 were located on t he upstream face of the gate leaf, A study of
pressure curves for various positions of the leaf (Figures 7B, C, and
D) showed that the minimum pressure for any position occurred at points
in the space between the gate frame and upstream face of the leaf where
the portion of the extended seal-seat ring on the leaf was opposite the
seal-ring on the upstream frame. The gap between the leaf and the
upstream frame might be considered as a passage through which water
flowed. The extended seal-seat ring formed a constriction reducing the
area of this passage, thereby inducing low pressures in the same manner
as does the throat of a venturi meter. This seal design was definitely
unsuitable for a gate which would operate at partial openings.

It was concluded that the original design could be made satisfac-
tory for operation at the wide open position by minor alterations. The
conical shape of the upstream pipe would have to be extended to elimi-
nate the break at Line A (Figure 6D). Also, the seal design would have
to be altered to eliminate the possibility of a vacuum extending the
retractable seal while the gate is moving. However, no suggestions
were made whereby it would be possible to operate this design at par-
tial openings.

Desirable Characteristics of Regulating Gate

Before commencing further studies it was necessary to decide
whether it would be expedient to develop a regulating gate or merely
modify the original design for operation at the wide open position only.
When the uncertainties of field requirements were considered, there was
but one conclusion—-the gate should have no restrictions on its orera-
tion 0

Since gates hithertofore built by the Bureau cf Reclamation could
not be used for regulation of high~pressure outlets, such as those at
Shasta Dam, exploratory work was nccessary to ascertain a desirable
type. A library search, limited to literature available in the Bureau
library, offered nc promising suggestions. However, sufficient informa-
tion was available from experience with existing structures and from
experience gained through model tests to formulate fundamental charac-
teristics of a desirable gate. The following were considered important:

1. The leaf should be a simple rectangular box, mounted on
wheels or rollers, similar to that of the original design,
Such a leaf is small compsred with that in the ring-
follower-type gates as used at Grand Coulee Dam; however,
the large follower sections to fill the slot at the wide
open position offered nothing toward the possibility of
regulation.,




The leaf should seal at its upstream face. It was found
that sealing in this manner would prevent large static
pressures in the gate slot and permit the frame to be of
lighter construction, especially that portion above the
conduit commonly called the bonnet. The possibility of
a large dynamic downpull force on the leaf is also elim-
inated., This downpull force would occur with seals at
the downstream face of the leaf, for static pressures in
the bonnet would act on top of the leaf with a resulting
downward force, which could not be balanced when the
gate was operating because the pressures on the bottom
of the leaf would be reduced by movement of water through
the conduit.

The upstream face of the leaf should be machined to a
smooth plane so the seal on the upstream side of the
frame could seat against the leaf at any opening. Unde-
sirable pressures caused by flow past an extended seal-
seat ring, as found ir the original design, would be
completely eliminated.

An adequate air vent should be provided. The tube valve
studies proved conclusively that air was needed when a
valve or gate was used for regulation in a closed con-
duit, The vent should be large enough to furnish suffi-
cient air so that pressures in the conduit downstream
will not drop below -15 fee* of water. Also, Lhe air
velocity should not exceed some predetermined value in
the interest of quiet operation. The minimum ven% size
may be determined by carefully considered model tests,
but where feasible it should be as large as practicabls,
considering structural restrictions.

The water should flow past the gate and into the conduit
downstream without impinging against the slot in such a
manner as to fill it and prevent the air vent from func-
tioning, nor should the flow strike any surface in such a
manner as to create a region of intense negative pressure.
In the test program on the Shasta tube valve successf{ul
results were obtained by using a needle valve developed
for free discharge. The smooth jet from the needle valve
did not touch the sides of the conduit for some distance
downstream, permitting a free flow of air around the jet
below the valve. This appeared to be an ideal character-
istic for a regulating control.

As might be anticipated, the main problem resolved itself iute a
study of flow past the gate. The first three considerations were mechan-
ical problems, which need not be discussed further, although the proposal
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"that the upstream face of the gate leaf be machined to a smooth plane"
was a departure from design practice., Consideration of the air-vent was
necessarily postponed until the gate design was more definite.

Development of a Basic Design for a Resulating Gate

To observe the character of flow past a gate leaf, the original
design was operated with the conduit downstream removed. The jet was
observed to be rough at partial openings (Figure 8). As the jet passed
under the leaf it appeared to be deflected downwards, and part of it
struck the downstream side of the slot tc be peeled off into the slot
itself., It was apparent that the gate, by its thickness, concealed the
basic nature of this flowing jet. 7To better observe the jet, a simple
model was built which consisted of a piece of sheet metal closing over
the end of a pipe (Figure 9). This model represented the essential
elements of the gate in that the sheet metal plate, representing the
upstream face of the leaf, closed over the conduit. The jet, now free
of obstructions, took the form shown in Figures 9B and C, In addition
to the downward deflection shown, the jet spread fan-shaped through an
angle of approximately 90 degrees when viewed from above. This jet,
characteristic of flow from a gate with a conventional leaf, was not
satisfactory since it was desirable that the water flow past the gate
without striking the slct.

The cause of this downward, fan-shaped deflection of the jet was
the result of a downward component of velocity along the partially
closed leaf. To explain it in another way, consider the moon-shaped
opening under the gate as an unbalanced orifice having a sharp-edge at
its top, along the edge of the leaf, which causes a contraction of the
flow; but a suppressed edge at the bottom, along the portion formed by
the pipe, with no contraction of the flow (Figure 9A). The forces
causing the contraction on top of the jet are not offset by similar
forces underneath, and the resultant flow is downwards, It appeared
that if a force could be applied underneath the jet to cause a contrac-
tion, which would offset or balance the contraction above, the flow would
be improved. This was accomplished by placing a sharp-edged orifice or
nozzle in the pipe upstream, adjacent to the leaf (Figure 10). A solid,
comparatively level jet formed which did not spread sidewise. Fins
occurred at the point where the leaf contacted the orifice, but they
were thin, representing an insignificant quantity of water.

This use of an orifice or nozzle at the end of the pipe was con-
sidered worthy of further investigation. It was desirable to know how
the jet would be affected by different ratios of conduit diameter to ori-
fice diameter and by the shape of the orifice lip. Tests were made using
five different orifice sizes with a 6-inch pipe. Two types of orifices
were used, one having a narrow 1l5-degree lip, and the other a 45~degres
lip. A third type, having a flatter lip of 60 degrees, was considered
but the jet, similar to that from a straight pipe, was not desirable.

The test with each orifice consisted of measuring the profile along the
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bottom of the jet with the leaf at openings of 10, 25, and 50 percent,

and measuring the jet diameter at its vena contracta with the leaf removed.
A coordinometer was used, consisting of a pointed depth gage and a hor-
izontal scale. It was possible to obtain accuracy of }0.02 inch with

this coordinometer.

A summary of the results of these tests is shown in Figure 11. All
data vere based on an orifice diameter of 100 inches for purposes of
comparison. Such a modification, by changing the geometric scale of the
results, is permissible since observations of hydraulic flow upon which
the laws of hydraulic similitude are based indicate that the flow through
a 100-inch orifice will fellow a similar pattern as does the flow through
a 5-inch orifice. The 6-inch pipe on the model then represented a con-
duit which varied in diameter from 171.4 inches to 109.1 inches. The jet
diameter at the vena contracta varied from 87.2 to 92.7 inches respect-—
ively. A plot of the profiles of the bottom of the jet were found to be
too cumbersome for a quick comparisaon; therefore, the data were simpli-
fied by considering only three significant aspects: the horizontal clear-
ance, the vertical rise above the orifice, and the angle of downward
deflection, as defined in Figure 1l1. 1In addition to the five tests by
chenging the conduit diameter (actually the orifice plates), a sixth test
was made with a straight pipe to compare the jet of a typical gate with
that of the proposed type (Figure 11, Run 6).

From these tests it was indicated that if the orifice were 10C inches
in diameter a pipe 120 inches in diameter would be satisfactory (Figure 11
Run La and Lb). However, in the case of Shasta Dam, the conduit upstream
was, comparatively, much smaller. This made it necessary to consider the
possibility of using a smaller conduit with an expanding section immedi-
ately upstream from the gate. A test was made by comparing the 120-inch
diameter conduit of Runs 4a and 4b with a 10l1.5-~inch diameter conduit
expanded to approximately one hundred twenty-three inches at the orifice
(Figure 12). The angle of divergence of the expanding section was 13
degrees 8 minutes, the expanding section being in the form of the frustrum
of a cone. For all practical purposes there was no differences in the two
designs. This was anticipated since the angle of divergence cf the
axpanding section was less than 14 degrees, which is considered a reason-
able limiting divergence to avoid separation of flow at the boundary.

2

Initial Studies on Proposed Gate

Considering the various phases of the study made to this point, the
next logical step was to design a gate using the criteria cited previously.
A medel of machined brass, similar to the original design, was plenned.
However, a period of several months would be required to obtain patterns
and castings, and to complete the machine work on this model, so a simple
sheet metal model was built which could be studied in the interim
(Figure 13A). The diverging section of conduit upstream from the model
gate was constructed to conform to the upstream body segment of the
previously contemplated tube valves, since this portion had been installed
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in all of the outlets in Shasta Dam (Figure 3). Thus, the passage
expanded bell-shaped from a 6-inch diameter conduit to 7.84 inches,
representing 102 and 133 inches on the prototype. An orifice with a
L45-degree lip reduced the diameter from 7.84 inches to 5.53 inches. The
5.53~inch orifice, representing 94 inches prototype, was selected to
give a jet diameter of approximately 86 inches (prototype), which was
comparable with that of the original design. Since the jet would deflect
downwards at partial openings, it appeared advantageous to place the
center of the orifice 0.118 inches (2 inches prototype) above the center
of the conduit,

To observe the flow, the sides of the gate frame and the conduit
section dovnstream were constructed of Plexiglass. This conduit was in
the form of an inverted U, or horseshos, at the gate, with a short
transition to the circular pipe. The purpose of the horseshoe-shaped
opening was to prevent the jet from striking inside the gate slot during
operation at partial openings. An air duct was placed above the transi-
tion to represent a connection to the existing prototype vents, located
a short distance downstream. The opening from the duct into the top of
the conduit extended downstream 5.88 inches- (model) from the gate or
about one pipe diameter,

The first test was made to observe the jet with the conduit removed
(Figure 14). With the gate wide open, wisps of water appeared to leave
the body of the jet, evidently due to turbulence in the conduit upstream,
This was not considered as unfavorable, for a similar condition exists
when water is discharging from the end of a straight pipe. As the gate
closed the Jet became smoother, except for fins forming at the side where
the leaf contacted the orifice. At an opening of 50 percent, these fins
stuck inside the slot; however, no great quantity of water was involved
for they were less than 1/16-inch thick. As the gate closed further, the
fins did not touch the slot but fell below the jet as shown on
Figures 14C and D.

A preliminary test with the conduit in place indicated that the
opening from the air-vent intoc the top of the conduit could not be placed
one pipe diameter downstream. When the gate was raised to its open posi-
tion a hydraulic jump filled the conduit below and moved upstream past
the air-vent opening, filling it with water.. Water rising to any height
in the vent could not be tolerated because in’the prototype a header,
approximately forty feet above the conduit, joined all of the vents in
the tier and it was feared that water reaching the header would interfere
with proper aeration of the units. The opening of the air-vent in the
top of the model conduit was moved upstream within 1 inch of the gate
(model) since the jump filling the pipe did not move that far upstreanm.

Piezometers were located in the model as shewn in Figure 13A.
Curves showing the relationship of pressure, air demand, and discharge
to gate opening, based on a 100-foot head, are on Figure 13D. In
general, pressures inside the conduit were slightly negative
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(subatmospheric), not exceeding 2 feet of water (Piezometers 1, 2, 3, 4,
and 5). Where the jet struck the conduit, pressures were positive
(Piezometers 6 through 12). The more severe negative pressures at
Piezometers 13 and 1, were anticipated because they were located down-
stream from a step-like increase in pipe size. The step was formed
where the proposed conduit section below the gate was 100 inches in
. diameter (prototype) and the main conduit was 102 inches, making an off-
set of 1 inch in the flow boundery. This change of pipe size was
undesirable but considered necessary for structural reasons.

The change of direction of the boundary at the end of the transi-
tion was of such a nature that negative pressures were anticipated at
Piezometers 8 and 9 located downstream from the transition. The
presence of positive pressures recorded by the Pilezometers could not
be explained. Perhaps the pressure resulted from impact as the jet
from the orifice contacted the pipe, or from the fact that there was
no sharp break at the end of the model transition. No serious consid-
eration was given to ithis condition for subsequent tests would involve
changes of the design which would influence these pressures.

The general appearance of the flow in the conduit was satisfactory
except for two conditions. Firsi, two waves, or layers of water began
at each side of the transition and circled over the top of the conduit.
Secondly, at the wide open position a part of the jet splashed into the
air-vent. Apparently the latter condition was a result of placing the
crifice centerline above the conduit centerline.,

A second test was made by eliminating the transition and using
only a circular section downstream from the gate and lowering the
orifice to the conduit centerline (Figure 13B). The appearance of
flow in the conduit downstream from the gate was improved, while press-
urgs were not materially changed (Figure 13E). liowever, at openings
less than 50 percent the appearance of the jet in the gate slot was not
as desirable as before. As the gate closed, deflecting the jet down-
wards, a point was reached where the jet began to strike the downstream
face of the gate slot along the lower edge of the circular opening into
the conduit, peeling off water into the slot to form a roller below the
leaf, No large quantity of water was involved, and the severe
turbulence observed in the original design did not exist. Nevertheless,
it was recognized that, should the final design use a circular conduit,
this condition should be investigated carefully.

A third test involved a design using a long trensition as & means
of improving the appeacance of the jet both in the gate slot and in the
conduit downstream (Figure 13C). The tlow with this transition was
similar to that observed in the first test, except the waves which
tended to circle the top of the transition were not pronounced and the
tendency for water to be splashed in the alr-vent was greatly reduced.
As far as appearance was concerned, it was the most acceptable design.
Again, pressures were, in general, slightly negative or positive, with
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the exception of severe negative pressure at -Piezometer 8 located down-
stream from the 5.88- to 6-inch step in conduit size (Figure 13F). It
was recommended that this abrupt change in conduit diameter be elimin-
ated to prevent the unfavorable pressures downstream. Moreover, with
this break in the boundary it was not possible to evaluate the effect
on the long transition on the pressures in the conduit immediately
downstrean.

The model of machined brass, which was under construction while
the tests described above were in progress, included a transition
similar to that in Test 3. In this new model, the downstream section
of conduit, including the transition, and the sides of the gate were
of Plexiglass. Photographs of the gate are shown in Figures 15 and
16. As may be seen in Figure 15B, a solid jet flows past the gate
glot with no part striking the slot except the small fin originating
at the point where the leaf contacts the seat. The entire slot, includ-
ing the space surrounding the jet and under the leaf, and the conduit
downstream were aerated by a single vent. This design was proposed for
the outlets in Shasta Dam.

High Head Tests

The pressure curves shown on Figure 13 were based on a 100-foot
head, although the actual test heads did not exceed 60 feet. It was

desirable to study the model under a greater head to verify the rela-
tionship that pressure was proportional to head since this study was not
only concerned with the flow of water, but also with the flow of air
into the vent at the gate and to the conduit downstream to relieve
negative pressure. As stated previously, the phenomena associated with
the air requirements of an outlet are not sufficiently known at present
to predict precisely the prototype behavior. The factors of uncertainty
include: the effect of expansion of air under subatmospheric pressure;
the effect of insufflation of air into the water as velocities increase;
and the exact nature of the mechanical action causing the air demand,
which is partly by a shear action along the surface of the jet, partly
by insufflation into the water, and partly by a pumping action where the
jet fills the conduit, generally near the elbow at the outlet exit. It
was belleved, however, that if high head tests verified the results
obtained in the laboratory, the relationship that pressure was propor-
tional to head could be considered as reliabls.

One of the needle-valve outlets at Boulder Dam had been extended by
a 20-inch line for high head tests on a 1l:5.1 model of the tube valve
originally planned for all of the outlets at Shasta Dam. With an
adapter flange to this 20-~inch line, it was possible to study the 6-inch
model of the proposed gate under heads up to 350 feet of water
(Figure 17A). The model was altered to withstand the high pressure by
replacing the Plexiglass transition with one of brass, At this time
several minor revisions were made in the design and the model was tested
before taking it to Boulder Dam. The length of the transition was
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shortened and the pipe size at the end of the section was increased from
5.88 to 6.00 inches to eliminate the change in diameter where it joined
the conduit downstream. Twenty~seven piezometers were installed in the
gate, transition, and conduit downstream to obtain pressures in this
model (Figure 17B).

The preliminary test in the Denver laboratory revealed negative
pressures downstream from the transition. This was not the case in the
former test on the model shown on Figure 13A, where pressures downstream
from the similar short transition were positive. Logically, the press-
ures downstream from the transition should be negative, and it was
concluded that the former design, Figure 13A,was a special case, and
that a transition such as that in the high head model might not be sat-
isfactory. Therefore, & circular conduit downstream from the gate,
similar to Figure 13B but 6 inches in diameter, was also considered as
a probable final design and this alternate model was prepared for tests
at Boulder Dam (Figure 17C).

The tests at Boulder Dam consisted of pressure and air demand
measurements (Figures 17D and 17E). The head varied from 320 feet,
when the gate was wide open, to 349 feet when closed. This head was
determined from the pressure at Piezometer A (Figure 17A). However, a
correction was required to account for an excess length of pipe in the
model, the correction being the difference in pressure between
Piezometers B and 1. The velocity heads in the 20-inch pipe at
Piezometer A were not included in these computations since they were
found to be negligible. The high pressures at Piezometers A, B, 1, and
2 were measured on a fluid pressure scale. Other pressures were
measured by a mercury differential gage.

With the transition section (Figure 17B) pressures in the conduit
above the jet were not more than 11 feet below atmospheric, but at the
same time pressures 25 feet below atmospheric were observed at »
Piezometers 22, 23, 25, 26, and 27, all downstream from the transition.
In reading the pressures, it was noted that the mercury in the manometer
would often drop to a certain value, pause, and then drop further.

From past experience on similar models it was known that this was an
indication that an air pocket formed at the piezometer opening when the
tube was connected to the manometer, to persist for a few seconds, then
disappear.

With the circular section instead of the transition, no pressure
more than 9 feet below atmospheric was observed except at Piezometer 15
(Figure 17E). This was unexpected, for Piezometer 15 was too far down-
stream to be critical. A later inspection revealed a burr at the edge
of the opening to be the cause.

In observing the model at Boulder Dam, it was noted that a spray
filled the gate slot, obscuring it from view. This was attributed to
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the high head causing a leak between the frame and leaf at the seal.
This does not infer that a prototype seal would leak, for the model seal
was simplified,

When measuring air demand, the pressures recorded by the manometers
were not steady, suggesting a fluctuation in air quantity. This condi-
tion was more noticable with the circular section than with the
transition. It might be a source of vibration in the prototype, but in
the model there was no undue vibration. The entire model vibrated under
the high head at a frequency which could not be determined, probably at
15 or 20 cycles per second, slightly less than a sonic frequency. The
air-vent tended to whistle, causing considerable noise during testing.
In the light of available information, it is impossible to predict the
intensity of vibration which will occur in the prototype or the noise
which will be produced in the vents. It is only possible to state that
there will probably be a roar from the movement of air.

Comparison of Pressures at High and Low Heads

Upon returning to the Denver laboratory the pressure measurements
were repeated to obtain comparative data at lower heads, about 50 feet
of water. The tests at high and low heads were compared by referring
all pressures to a common head of 100 feet (Tables 1 and 2). Table 1
concerns the pressures with the transition section downstream from the
gate (Figure 17B) while Table 2 is for the model with a circular
section downstream (Figure 17C). In general, the comparison in this
manner was sufficient to show that the pressure may be assumed to be
propertional to the head, since the differences in most readings could
be attributed to errors of observation. Large differences at some
piezometers occurred because the pressures fluctuated, making accurate
readings difficult. However, there was a tendency for the negative
pressures to be more severe under the high heads. There were several
reasons why this should be so, The jet trajectory at high heads was
flatter at any point, reducing the boundary pressure under some circum-
stances. Also, the turbulence of flow was more intense. More
important, however, there existed an unavoidable error in the measuring
technique. In blowing water from the piezometer lines, preparatory to
recording the negative pressure, there was a tendency for a bubble to
persist at the piezometer opening, causing separation of flow at the
boundary thereby relieving the negative pressure to some extent. Such
bubbles tend to persist at low heads, while at high heads the turbu-
lence of flow is usually sufficient to remove them. As aforementioned,
this condition was observed in the tests at Boulder Dam.

A study was made to show that the unfavorable negative pressures
recorded by Piezometer 15 in the second high-head test using the
circular conduit did not indicate a true condition (Figures 17C and 17E).
Examination of the piezometer opening revealed a burr at its upstream
edge which tended to confirm that the pressures recorded were too low.




TABLE I

VARIATICN OP PRESSURE ™ITH HEAD FOR CONTROL GATE
WITH TRANSITION SECTION DOWNSTREAM FROM GATE

ALL PRESSURES REFERRED TO 100~FOOT HEAD

(8) Test at approximately 335-foct head (Bouldar Dam)
(b) Test at approximately 50-foot head ( >
For plesometer locations see Figure\198

|

Laboratory)

TABLE 2

VARTATION OF PRESSURK WITH HEAD FOR GGITML (HT!
WITH CIRCULAR SECTION DOWNSTREAM FROM GA

ALL PRESSURKS REFERRED 170 100-M0T HEAD
(8) Tost at approximataly 335-foot hewd (Boulder Dam)

(b) Test at tely 50-rfoot head (Wor Laborstory)
For plesometar locations see Figure
A
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By placing the pipe containing Piezometer 15 in a continuous conduit and
-@scertaining the normal pressure gradient, an error of 2,5 percent of
the velocity head was found. This error disappeared when the burr was
removed. Assuming a velocity head of 320 feet past Piezometer 15, the
error would be -8 feet, which would make the pressures on Piezometer 15
compare favorably with other pressures in the conduit.

Development of the Final Design

A gate with a circular conduit downstream, similar to Figure 17C,
was recommended as the final design for Shasta Dam. However, further
tests were necessary to study certain details before a final design
could be claimed., These studies included: (1) A final test to verify
that a transition should not be used downstream from the gate; (2)
Modifications of the design to increase the discharge capacity; (3)
Observations to study the effect of the jet striking the downstream
side of the gate slot; (4) Observations to consider the effect of the
fin originating at points where the leaf contacts the circular orifice;
and (5) A survey of pressures in the proposed final design.

An opening at the downstream side of the gate slot in the form of
an inverted U, or horseshoe, was desirable. When the gate closed,
deflecting the jet downward, the jet would continue to flow directly
into the conduit; whereas, with a circular opening, the bottom of the
jet would strike the edge of the slot and some flow would peel off into
the slot. However, with the horseshoe-shaped cpening, a transition
section was required to join it to the circular conduit downstream.
Negative pressures below the model transition shown in Figure 17B made
that design unsatisfactory. An air-vent between Piezometers 22 and 23
was suggested as a remedy, but it did not offer complete relief,
Mareover, it was under pressure at the full open position. Undoubtedly,
a satisfactory venting system could he designed, but a solution of this
type would not be acceptable for the outlets in Shasta’ Dam because of
structural difficulties.

A short transition, similar to that shown on Figure 13A, was tried,
but in contrast with the results of a former test (Figure 15D) negative
pressures were found below the transition., There were two important
differences in the models. First, the orifice was above the centarline
of the conduit in the former test, tending to make the jet contact the
pipe further downstream; and secondly, in that test the change from the
transition to the circular section was on a curve, whereas in the new
design the change was a sharp break.

Although an acceptable transition could be designed through model
tests, in the light of satisfactory pressure conditions with the more
simple circular section (Figure 17C) further s“udies using a transition
were not justified. The disadvantage of a circular opening at the
downstream side of the gate slot was not as c¢ritical as it seemed at
first because the quantity of water striking the edge of the slot and
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peeling off was not large. It was not until the capacity of the outlet
was increased by enlarging the orifice that this flow into the slot was
seriously considered.

When the gate was recommended for use at Shasta Dam, the discharge
capacity was questioned. Measurements on the model indicated a
discharge of 4,540 second-feet under a head of 223 feet, compared with
a discharge of 4,890 second-feet for the tube valve formerly proposed.
This reduction of capacity was not acceptable and it was necessary to
enlarge the orifice from 94 to 96 inches (prototype). The larger
orifice increased the discharge to 4,750 second-feet. A suggestion
that the 96-inch orifice be increased further was not acted upon because
the conduit filled completely when the gate was opened fully. Under
this condition there was a hydraulic jump next to the gate and 1/2-inch
air-veats (model) in the sides of the gate slot were required to keep
the jump out of the slot itself. In fact with runs at heads higher than
the scale head the jump filled the slot,

This enlargement of the orifice from 94 to 96 inches required that
the floor of the slot be recessed next to the orifice to permit install-
ing a larger seal in the prototype. A test with the floor of the model
lowered 3/8 inch revealed that a recess on the floor next to the orifice
wopld not affect the flow and that a washing action in the recess by
slkack water would prevent detritus from lodging in it.

With this larger orifice the peeling off of the jet on the
downstresam side of the slot became pronounced, and high-velocity whirl-
pools formed, filling the portion of the slot under the leaf with an
air-water mixture. Piezometric measurements revealed only slight
negative pressure at the core of these whirlpools where they touched
the sides of the frame, In terminology of fluid mechanics, these
whirls were “forced vortices" with neutral pressure at the core and
positive pressure outside. The negative pressures prevalent in the
better known "free vortex" were absent. Therefore, it was believed that
these whirlpools would nct cause material damage. The effect of these
whirls could not be ascertained in the small model, so the following
recormmendations were made as a matter of caution:

1. The downstiream side of the gate slot, below the centerline
of the pipe, be faced with wear plates which can be eas-—
ily replaced. If such plates are not necessary they may
be dispensed with in later designs.

2. These plates be flush with the tracks, and all connecting
bolts be countersunk and the holes filled flush to the
surface with lead, "Smooth on," or a similar material.

A projecting bolt or surface may induce local cavitation,
which cannot be detected in the small model,
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3. The corner where the 102-inch pipe connects to the wear
plates in the slot be ground to a smooth edge.

L. All unnecessary projections on the sides and bottom of
the slot be eliminated.

It was found possible to avoid much of the peeling off action of
the jet by extending the bottom of the circular pipe upstream into the
gate slot to catch the jet when it was deflected downwards, and to
guide it into the conduit. It was proposed that a portion of the pipe
bounded by a 60-degree arc (30 degrees each side of the vertical
centerline) be extended into the slot. Although tests indicated that
a design of this type would function in a satisfactory manner, it was
not, desirable as a special bottom shape on the gate leaf would be
required.

Consideration was given to the effect of the two fins originating
at the points of contact of the gate with the circular orifice. In
the prototype, these fins or jets should be about one inch thick. The
effect of a jet of this size striking the sides of the gate slot under
a 223-foot head was a matter of conjecture, As far as known, if water
is free of silt no erosion should occur. From the theoretical press-
ure distribution of a jet striking a plate, it also follows that cavi-
tation should not occur. However, if it be desirable to prevent fins
from striking in the gate slot, a deflector might be used. In the
model, the fins were deflected to a large extent by placing two
vertical plates parallel to the direction of flow on the gate~leaf
bottom. These plates were approximately 100 inches (prototype) apart.
The test indicated that the vertical height of the plates should be
at least 8 inches to be effective. This woulcd require a special
chamber in the floor of the slot, thus a deflector was not considered
as a solution at Shasta Dam.

The final design of the model (Figure 18) was that tested
previously at Boulder Dam (Figure 15C) except the orifice diameter had.
been increased from 5.53 to 5.55 inches representing a change in the
prototype from 94 to 96 inches. Also, two 1/2-inch air vents repre-
senting 8-inch pipes were installed in the Plexiglass sides of the
frame., Twenty-seven piezcmeters were installed to measure pressures,
A series of measurements of pressure, air demand, and discharge
capacity was made at each lO-percent opening. A head of approximately
50 feet was used. Also, at 100-percent opening a head approximating
the scale head of 13.1 feet was used to consider properly the effect
of the siphon action in the elbow dovmstream, for the conduit below the
gate was full at that opening. Regardless of the hcads used in the
tests, all data were referred to a head of 100 feet for convenience in
making comparison at cther heads (Figure 18C).

The pressure at Piezometer 6 (Figure 18B) was considered as the
base pressure in the outlet at openings of 80 percent or less, because
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this Piezometer was located in the conduit above the jet. The base
pressures for various openings are enumerated on the graph of Figure 18C.
from the indications of the high-head tests, the minimum pressure, -~ 1.34
feet per 100 feet of head, will probably be lower in a prototype struc-
ture, perhaps as much as -2.50 feet per 100 feet of head. As far as can
be ascertained by the model, this base pressure should be virtually the
minimum in the outlet, except for the unfavorable conditions found in the
outlet elbow at the exit. A subatmospheric pressure of 25 feet of water
was measured on the bottom of this elbow; however, the outlet conduit and
elbow were built at the time the tests to design the gate were in progress,
and since pressure conditions in the elbow were independent of the gate
design, they did not become part of this oroblem.

Application of Gate as a Free Discharpe Valve

During tests to improve the shape of the jet (Figures ¢ and 10), it
was suggested that the gate be considered as a freedischarge valve in
future installations where it would be attached at the exit end of a
conduit. Although the jet was rough compared with the circular symmet-
rical jet of the more common needle valve, it nevertheless discharged
water in a given direction, which is the essential requirement for a
free discharge valve. Figure 14 shows the flow characteristics when a gate
of this type discharges into the atmousphere. Discharge on a parabolic
apron into a stilling pool was also demonstrated (Figures 19 and 20). This
apron ard pool were profiled after that for the Friant-Madera Canal Outlet
at Friant Dam, in Califcrnia, but the model could represent any similar
structure. It will be noted that the gate has the unique feature of
placing the jet of the floor at small openings (Figure 19). In contrast,
the jet of a needle valve at small openings is above the floor and remains
so at the design head for some distance downstream. When a reservoir
elevation is near low storage level often it is necessary to operate the
control. gate or valve at its wide-open position to maintain the canal
discharge. The high fins or waves shown on Flgure 20B are characteristic
of any type of control discharging on the apron at low heads. These waves
may be eliminated by the use of undercut piers similar to those shown in
Figure 21. From these tests it was recommended that this type of gate be
considered as a free discharge valve and that a design be developed
through future tests.

Since the model shown on Figure 14 was available and it was desirable
to establish an initial design for a future test program, several tests
were conducted, The model was revised by reducing the upstream conduit
diameter to the same diameter as the orifice, for in the practical case it
was believed that the conduit diameter should be as small as possible and
that the matching of the orifice and conduit was the practical limitation.
This was done by moulding a wax liner inside the 6-~inch model conduit
shown on Figure 13C. At a2 point one diameter upstream from the gate, the
conduit diameter began to expand at a ratio of 1:1.20, similar to the
expanding section shown in Figure 12. In other words, if the model repre-
sented a gate attached to a 100-inch diameter conduit, the orifice diameter
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would be 100 inches, the length of the expanding section 100 inches,
and the diameter of conduit at the gate 120 inches. Two piezometers
were placed in the expanding section to ascertain pressures, one
near the beginning, and one at the center.

The shape and appearance of the jet was nearly identickl to that
for the Shasta model (Figure 14). Pressures in the expanding section
were positive, the pressure near the beginning being somewhat less than
that further downstream. Measurements of discharge indicated a coeffi-
cient of discharge of epproximately 0.80, based upon the relationship

, where C = the coefficient, Q = the discharge, A = the area

8

A /2¢H
of the conduit, and H = the total head one diameter upstream from the
valve. In this case, however, the expanding section had to be con-
sidered as part of the valve (cont:ol and the piezometer to measure
static head in the conduit was located one diameter upstream from that
section. These characteristics should be checked on a more carefully
built model and more elaborate tests made if this type of control is to
be used as a free discharge valye in future installations. It should
be noted that this discharge capacity compares favorably with other
valves studied in the laboratory, as shown in Table 3. It must be
recognized that such a comparison is not completely fair because other
considerations enter into the selection of the valve. Nevertheless, the
discharge coefficient has been an important criterion in the development
and improvement of valves for high-pressure outlets.




Table 3
DISCHARGE COEFFICIENTS OF VALVES STUDIED IN THE HYDRAULIC LABORATORY

Type Coefficient

Howell-Bunger Valve’ 0.7,
Hollow Jet Valves 0.70
Needle Valve®

(old style)* 0,50

(Friant type) 0.59
Tube Valve (Shasta)#’ 0.72 -

(Friant type)® 0.52
Proposed Control Gate 0.80, approximately

# These types unsatisfactory for free discharge

Flow Through Gate Having Square Orifice

As a final test it was suggested that there might be some advantage
in the use of a gate having a square orifice. Therefore, the model shown
in Figure 12.was revised by placing it in an orifice 5 inches square with
corners cut on a 3/4-inch radius. The jet from this gate, shown in
Figure 22, was not as smooth as anticipated; nevertheless, such a design
should work satisfactorily. It was concluded that this square orifice
did not possess any advantages over a circular type and was therefore not
to be recommended unless there existed definite structural or mechanical
advantages.

i/ See Laboratory Report HYD 168, "Investigations of the Hydraulic
Properties of the Revised Howell-Bunger Valve," April 24, by Fred Locher.
Also, HYD 156, "Laboratory Study of 6~inch Howell Bunger Valve,"

October 14, 1944, by Fred Locher and J. N. Bradley.

5/ See Laboratory Report HYD 148, 'Model Studies for Development of
Hollow Jet Valve,' September 12, 1944, by Fred Locher.

6/ See Laboratory Report HYD 133, “"Hydraulic Model Studies on Needle
and Tube Valves for Friant Dam and Cqlebration of Sluice Cutlets at
Bartlett Dam," July 15, 1943, by F. C. Lowe.

7/ See Laboratory Report 180, "Hydraulic Studies for the Design of
the Tube Valves in the Outlets in Shasta Dam," August 7, 1945, by
D. J. Hebert.
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Figure 8

C. Gate approximately 10¥ open

CONTROL GATE FOR SHAETA DAM
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Figure 10
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FIGURE )i
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POSITION
GF GATE
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E 25% OPEN
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éwo% OPEN
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--CONDUIT DIAMETER------
~-- CRIFICE DIAMETER = 100%~-=-+------uv

--/~«-er DIAMETER - --~vm

LN
s

“ANGLE OF DOWNWARD
DEFLECTION

= " 20

‘,"HORIZONTAL CLEARANCE -+~
!
i
! ,
SUMMARY OF MEASUREMENTS OF PROFILE OF BOTTOM OF JET
FOR VARIOUS APPROACH CONDUITS AND GATE OPENINGS
ALL DATA BASED ON 100~ INCH GUTLET DIAMETER

ANGLE OF ORIFICE LIP--"

ANGLE OF | CONDUIT | 9T GATE 50% OPEN GATE 28 % OPEN GATE 10% OPEN |
HORIZONTAL VERTICAL [ANGLE OF [HORIZONTAL VERTICAL |ANGLE OF HMORIZONTAL] VERTICAL |AN LE ©
[ORIFICE L1P | DIAMETER | DIAMETER R RANCE] | RISE = DEREC oM e ] VERNIC nmscno»cz.mmcg msé DEFLECTION

‘%-? 171.6% er.2r 68" 3.5" 4035 26" 9" 6’3,?' 10" 0.5% [ 10°55%
$MOOTH JET WITH GATE 100% OPEN - LIGHT FINS AT SIDE OF JET AS GATE CLOSES

45° 171.4" 88.0" S1" 2.8" 6°40" 22 Lo 8*10’ 6" 0.3" 110°55°

15° 150.0" | 850" 8o 3.8 4°35" 43" 2.7~ 7°20° . 7°0

45° 150.0" | 88.0" 50" 2.6" 6°1.5* 22" 1.3 840 . 1030

33.3% 1 869" 67" 3.6" 5°0%5' 33" . 6 °35° . T°30

133.3" ] B9.6" 493" 2.4 5°50 21 . 810" . 10¢1 5

120" 8as” 49" 3.0" 645 [l . 8°30' . 9°30"

120" | 916* | 33" | 2.0 | 750 | 3% . 9% 15 2% | 11ess

. v 92.7" 30" 2.0" 7°15" " o8y
3¢ 5 109 ROUGH JET WITH GATE 100 %, OPEN 17 9°50

r L] L] »
Sb « | 109 | 927 | 28" | 17 [ 835 7 N con
s 0® ROUGH JET WITH GATE 100 % OPEN [ 1.0 10°0

6 fommce | 100" | 100 | or | o |ievas]| o o |z1°35
REMOVED ~ STRAIGHT CONDUIT — ROUGH JET WITH GATE 10O % OPEN-HEAVY FINS AT SIDES OF JET AS GATE CLOSES

# Recommended for des.an

NOTE
Mecsurements bosed on model on 6 - inch 1. D. pipe
Accurocy of measurements:
Horizontol clearance® "
Vertical rise* 0.2"
Angle of detlection* 0°30'

CENTRAL VALLEY PROJECT = CALIPORNIA
SHASTA DA
CONTROL GATE FOR 102-INGH OUTLETS
JET SHAPES FOR VARIOUS GATE DESIGNS




FIGURE 11
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SUMMARY OF MEASUREMENTS OF PROFILE OF BOTTOM OF JET
FOR VARIOUS APPROA CH CONDUITS AND GATE OPENINGS
ALL DATA BASED ON 100~ INCH OUTLET DIAMETER

ANGLE OF | CONDUIT | JET GALTE 50°% OPEN GATE 25% OPEN GATE 10% OPEN

B R JHORIZONTAL VERTICAL |ANGLLE OF MO'iIZONTAL] VERTICAL [ANGLE OF HORIZONTAL] VERTICAL JANGLE OF
ORIFICE LIP | DIAMETER | DIAMETER 10 (ioINGE] © RISE -~ IOEFLECTIGNCUEARANGE] * RiSC  IDEFLECTIONCLEARANCE] * RISE - DEFLECTION

R

T
?
|
i

4

—IT

ﬁﬁ:‘r@ Tian o B7.27 5 | ge35: . t9" 6°35 19" a.5* l10°5s
y: 1CK . SMOODTH JET WiTH GATE 1009, OPEN- LIGHT FINS AT SIDE OF JET AS GATE CLOSES

45° | i7Lar | gao Pose 28" | 6°40 | 22~ 1o 8°10" 6 0.3" {10°58"

15° ISO.O“‘t 850" ¢ 89" 3.8" 4°35" 43" ¢ 7°20' [ 1.o" 70

1
i U SO T : —

| 26" | B*1 8 | 22* 840 0.3" 110° 30"

45° | 150.0" | . so0*

SOOI PRI P S QR [ —

is° f 1333 67" 3.8 | 5°05 | 6°35’ 07" | 7°30r

45°

i
&

43" | zar ! sesoy | aelor 0.2% {1015

o
-4

e e g e 4 P s 2

15° “| Bas" ! asov | 30" | g°45 i Be30 03" | 9°1p

AURENURUY S STU S —— e e

-
i

45° 91.6" | 33" .o 2°15° 11*55

15° . g2 7" 1 30" 2.0 ¢

ROUGH JET wilH GATE 100% OPEN

SO . - 007 OFEN

CapTe | ozev 4 17Tl 8°35 | g
|ROUGH JET WITH GATE 100% OPEN

ORIFICE 100~ ¢ 100" 1 o ] 0" | 16°45 o"

REMOVED ~ STRAIGHT CONDUIT —~ ROUGH JET WiTH GATE 100 %, OPEN-HEAVY FINS AT SIDES OF JET AS GATE CLOSES

a5 togr”

* Recommenged for design

NOTE
Megsurements based on model on 6 -~ inch 1 D pipe
Accurccy of measurements:
Horizontal clegronce 1"
Vertical miser Q.¢
Angle of deflection* 0°30°

CENTRAL VALLEY PROGJECT~ CALIFNANIA
SHASTA DAM
CONTROL GATE FOR 102-INCH QUTLETS
JET SHAPES FOR VARIOUS GATE DESIGNS




FIGURE 12
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oo e e o JET DIAME TER--- - - e

L JET HORIZONTAL WITH GATE 100% OPEN
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-
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ANGLE OF DEFLECTION/

- w-HORIZONTEL CLEARANCE-~ -
ANGLE OF ORIFICE LIP--~" JETS DEFLECTED DOWNWARD

AS GATE CLOSES

SUMMARY OF MEASUREMENTS OF PROi(LE OF BOTTOM OF JET
FOR STRAIGHT AND DIVERGING APPROACH CONDUITS
ALL DATA BASED ON |0 O— INCH OUTLET DIAMETER

GATE 50% OPEN GATE 2% % OPEN GATE 10% OPEN

HORIZONTALI VERTICAL | ANGLE OF HORIZONTAL| VERTICAL | ANGLE OF HORIZONTAL| VERTICAL |ANGLE OF
CLEARANCE| RISE |DEFLECTIONCLEARANCE| RISE DEFLECTIONICLEARANCE| RISE DEF LECTION

APPROACH | ANGLE OF | CONDUIT JET
CONDUIT  |ORIFICE LIP|DIAMETER | DIAMETER

*
STRAIGHT 15 68.8° 43" 30" 6%45%5" 17 1.0" 8°30"' 0.3" 9°30’

+
DIVERGING 1 5° 89.5" 6°4 0" . 8°35" o.2" 9°30'

STRAIGHT 45° 91.8" 7950 915’ " 0.2" 1ess’

IVERGING 45° | 101.5"| 91.,5" . 7°05"' . 10058’ 0.3" 11°45°

# Oota for straight conduit from 6* 1.D. model - see tigure 5
+ Data for diverging condwt from 4.06" 1.D. modet

CENTRAL VALLEY PROJECT - CALIFORNIA
SHASTA DAM
CONTROL GATE FOR 102-INCH OUTLETS
COMPARISON OF JET WITH STRAIGHT AND DIVERGING GONDUIT UPSTREAM
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Figure 15
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Figure 19

LNAOBEd G2 PuB 0T JO SONINALO ALVD L

'100d ONITILLS V OLNI ONIDYYHOSIQ IIVD T0HLNOD Q450d0sd

uado g6 ajen ‘g uado 3071 938n




o
(3]
<
| 5
o)
L)
-~
<

INJO¥dd 00T pPue 0§ 40 SONINIJO IIVD IV
100d ONITIILS V OLNI DNIDHVHOSIO JIVO TOHLNOD d4S0d0ud

DESY MOT JO 35nedaq STTBMIPIS

uo saasm 33joy ‘uado 30T @3en ¢ uado ¢0¢ @a3en
N b g ¥

'Y




Figure 21

SY4Id LOOYIANN Ad QILVNIRITE STIVMAQIS NO SHAWVM
1C0d ONITIILS ¥ OLNI ONIOHVHOSIQ ALVO TOHLNOO J450d0&d

uado g00T 338D °d uado 30§ 238 Y




Figure 22

A. Gate 100% open

B. Gate 25% open

PROPOSED CONTROL GATE USING SQUARE-TYPE ORIFICE




